the TI zone will be restricted to a portion of the con-
taminated ground-water zone, the limits of the T1
zone should be delineated clearly on site maps and
geologic cross-sections. Delineation of the TI zone
based on the location of a particular mapped contami-
nant concentration contour interval (e.g., the 200 part
per billion isoconcentiration line) generally should be
avoided. This is because the location of such mapped
contours often is highly interpretive, and their posi-
tion may change with time. While concentration data
may be appropriate to consider when determining the
size of a containment area or the extent of a TI zone,
the limits of that TI zone should be fixed in space,
both horizontally and verticatly.

4.4.3 Development and Purpose of the Site
Conceptual Model

Decisions regarding the technical practicability of
ground-water restoration must be based on a thor-
ongh characterization of the physical and chemical
aspects of the site, Characterization data should de-
scribe site geology and hydrology; contamination
sources, properties, and distribution; release mecha-
nisms and rates; fate and transport processes; current
or potential receptors; and other clements that define
the contamination problem ang facilitate analysis of
site restoration potential. While the elements of such
a model may vary from site to site, some generaliza-
tions can be made about what such a model would
contain, Examples of these elements are provided in
Figure 4. The site concepiual model synthesizes data
acquired from historical research, site characteriza-
tion, and remediation system operation.

The site conceptual model typically is presented asa
summary or specitic component of a site investigation
report. ‘The model is based on, and should be sup-
ported by, interpretive graphics, reduced and analyzed
data, subsurface investigation logs, and cther pertinent
characterization information, The site conceptual
maodel is not 4 mathematical or computer model, al-
though these may be used w assist in developing and
testing the validity of a conceptual model or evaluating
the restoration potential of the site, The conceptual
model, like any theory or hypothesis, is a dynamic tool
that should be tested and refined throughout the life of
the project. As flustrated in Figure 5, the model should
evolve in stages as information is gathered during the
various phases of site remediation. This iterative pro-
cess allows data collection efforts to be designed so
that key model hypotheses may be tested and revised to
reflect new information.

The conceptual model serves as the foundation for
evaluating the restoration potential of the site and,
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thereby, technical impracticability as well, The TI
determination must consider how site conditions im- -
pact the potential for achieving remediation goals and
whether remediation performance, cost-effectiveness,
and timeframe meet EPA requirements or expecta-
tions. As these determinations rely on professional
judgment, the clarity of the conceptual model {and
supporting information) is critical to the decision-
making process.

4.4.4 Evaluation of Restoration Potential

4.4.4.1 Source Control Measures. Remediation of
contamingtion sources is ¢ritical (o the saccess of
aquifer restoration efforts. Continved releases of
contarmnination from source materials to ground water
can greatly reduce the effectiveness of aquifer resto-
ration technologies, such as pump-and-ireat, which
generally are effective only for removing dissotved
contaminants (EPA 1989b; 1992d). EPA considers
subsurface NAPLSs to be source materials because
they are capable of releasing significant quantities of
dissolved contamination to ground water over long
periods of time. S

A demonstration that ground-water restoration is
technicatly impracticable generally should be accom-
panied by a demonstration that contamination sources
have been, or will be, identified and removed or
treated to the extent practicable. EPA recognizes that
locating and remediating subsurface sources can be
difficult. For example, locating DNAFLs in certain
complex geologic environments may be impracti-
cable. EPA expects, however, that all reasonable ef-
forts will be made to identify the location of source
areas through historical information searches and site
characterization efforts.

Source removal and remediation may be difficult,
even where source locatiens are known. The appro-
priate level of effort for source removal and remedia-
tion must be evaluated on a site-specific basis, con-
gidering the degree of risk reduction and any other
potential benefits that would result from such an ac-
tion, Even partial removal of contamination sources
can greatly reduce the long-term reliance on both ac-
tive and passive ground-water remediation.

Where complete source removal or treatment is im-
practicable, use of migration control or containment
measures should be considered. Physical and hy-
draulic barriers are proven technologies that are ca-
pable of limiting or preventing further contaminant



Figure 4. Elements of Site Conceptual Mode!

The data and analysis required for TI evaluations will be determined by EPA on a site-specific basis. This infor-
mation should be presented in formats conducive to analysis and in sufficient detail to define the key site condi-
tions and mechanisms that limit restoration potential. Types of information and analysis that may be needed for
conceptual model development are illustrated below, :

. Background information

Location of water supply wells.

Ground-water Classification.

Nearby wellhead pretection areas or sole-scurce aquifers.
Location of potential environmental receptors.

Geologic and Hydrologic Information Contaminant Source and Relsase Information
» Description of regional and site geology. : * Location, nature, and history of previous
+ Physical properties of subsurface materials comaminant reloases or sourzes.
(e.0., texture, porosity, bulk density), ' » Locations and characterizations of continuing
+ Stratigraphy, including thickness, lateral extent, contin- L releases or sources. :
uity of units, and presence of depositional features, * Locations of subsurface sources (e.g., NAPLS),
such as channel deposits, that may provide preferential

pathways for, or barriers to, contaminant transport.
Geologic structures that may form preferential pathways
for NAPL migration or zones of accumulation.

Depth to ground water.

Hydraulic gradients (horizontal and vertical).

Hydraulic properties of subsurface materials (e.g.,
hydraulic conductivity, storage coeificient, effective
perosity) and their directional variability {anisctropy).
Spatial distribution of soil or bedrock physical/hydraulic
properties (degrae of hetarogenaeity).

+ Characterization of secondary porosity features

{e.g., fractures, karst features) to the extent practicable.
Temporal variability in hydrologic conditions,
Ground-water recharga and discharge information.
Ground-water/surface water interactions.

-

. Contaminant Distribution, Transport, and Fate Paramsters

» Phase distribution of each contaminant {gaseous, aqueous, sorbed, free-phase NAPL, or residual NAPL)
in the unsaturated and saturated zones. : _ '

Spatial distribution of subsurface contaminants in each phase in the unsaturated and saturated zones.

Estimates of subsurface contaminant mass.

Temporal trends in contaminant concentrations in each phase.

Sorption information, including contaminant retardation factors.

Contaminant transformation processes and rate estimates.

Contaminant migration rates.

Assessment of facilitated transport mechanisms (e.g., colloidal transport).

Properties of NAPLs that affect transport {e.g., composition, effective constituent solubilities, density, viscosity).

Geochemical characteristics of subsurface media that affact contaminant transport and fats. '

Qther characteristics that affect distribution, transport, and fate (e.g., vapor franspont propatties).

» & = & & ® w ¥ *» 8
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Figure 5. Evolution of the Site Conceptual Mode!

+ Site Background and History
+ Preliminary Site Investigations

{}

ConcethaI Mode'l
Provides Basis for:

« Early Action/Removal of
Near-Surface Materials

« Site Characterization Studies
(RI/FS,RFI} .

» Removal of Subsurface Sourc
{(e.g., free-phase NAPLs)

v

Conceptual Model
Provides Basis for:

s Pilot St.hdies
« Interim Ground-Water Actions

%

Conceptual Model
Provides Basis for:

+ Evaluation of Restoration Potential

(or TT)

» Full-Scale Treatment System -

- Design and Implementation

» Performance Monitoring and

Evaluations

» Enhancement or Augmentation of

Remediation Systzm, if Required

* Future Evalvation of TI , if

Required (See Figure 6)

Drum and Soil
Removal

Likely Sources and
Receptors identified

Excavation and
Capping of Lagoon

instaliation of
Subsurface
Monitoring Systems

Interim Action
Hydraulic

-4 Containment
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migration from a source area under the right circum-
stances. While these containment measures are not
capable of Testoring source areas to required cleanup
levels (i.e., a TI decision may be necessary for the
source area), they may enable restoration of portions
of the aquifer outside the containment zone.

4.4.4.2 Remedial Action Performance Analysis,
The suitability and performance of any completed or
ongoing ground-water remedial actions should be
evaluated with respect to the objectives of those ac-
tions. Examples of remedy performance data are pro-
vided in Figure 6. The performance analysis should:

1. Demonstrate that the ground-water monitoring pro-
gram within and outside of the aqueous contaminant
plume is of sofficient quality and detail 1o fully
evaluate remedial action performance (g.2., to ana-
lyze plume migration or containment and identify
concentration trends within the remediation zone), ™

2. Demonstrate that the existing remedy has been ef-
fectively operated and adequately maintained,

3. Describe and evaluate the effectiveness of any
remedy modifications (whether variations in op-
eration, physical changes, or augmentations to the
system) designed to enhance its performance.

4, Evaluate trends in subsurface contaminant concen-
trations. Consider such factors as whether the aque-
ous plume has been coniained, whether the areal ex-
tent of the plume is being reduced, and the rates of
contaminant concentration decline and contaminant
mass removal, Further considerations include
whether aqueous-phase concentrations rebound
when the system is shut down, whether dilution or
other natural attenuation processes are responsible
for observed trends, and whether contaminated soils
on site are contaminating the ground water.

Analysis of aqueous-phase conceniration data should
be performed with caution. Contaminant concentra-
tions plotted as a function of time, pore volumes of
flushed fluids, or other appropriate variables may be
useful in evaluating dominant contaminant fate and
transport processes, evaluating remedial system design,
and predicting funire remedial system performance.
Sampling methodologies, locations, and strategies,

however, should be analyzed to determine the impact
they may have had on observed concentration trends.
For example, studies of ground-water extraction sys-
tems indicate that some systems show rapid initial
decreases in aquifer concentration, followed by less
dramatic decreases that eventually approach an as-
ymptotic concentration level (EPA 1989b, 1992d).
This “leveling off” effect may represent either &
physical limitation to further remediation (e.g., con-
taminant diffusion from low permeability units) or an
artifact of the system design or monitoring program.
Professional judgment mast be applied carefully
when drawing conclusions concerning restoration po-
tential from this information,

In certain cases, EPA may determine that lack of
progress in achieving the required cleanup levels has
resulted from system design inadequacies, poor sys-
tem operation, or unsuitability of the technology for
site conditions. Such system-related constraints are
not sufficient grounds for determining that ground-
water restoration is technically impracticable. In
such instances, EPA generally will require that the
existing remedy be enhanced, augmented, or replaced
by a different technology. Furthermore, EPA may re-
quire modification or replacement of an existing rem-
edy 10 ensure protectiveness, regardless of whether or
not attainment of required cleanup levels is techni-
cally impracticable.

4.4.4.3 Restoration Timeframe Analysis. Estimates
of the timeframe required to achieve ground-water
restoration may be considered in TI evaluations.
While restoration timeframes may be an important
consideration in remedy selection, no single
timeframe can be specified during which restoration
must be achieved to be considered technically practi-
cable. However, very long restoration timeframes
(e.g., longer than 100 years) may be indicative of
hydrogeologic or contaminant-related consizainis to
remediation, While predictions of restoration
timeframes may be useful in illustrating the effects of
such constraints, EPA will base TI decisions on an
overall demonsiration of the extent of such physical
constraints at a sife, not on restoration timeframe
analyses alone, Such demonstrations should be based
on detailed and accurate site conceptual models that
also can provide the bases for meaningful predictions
of restoration timeframes.

14 Further guidance on design of performance monitoring for remedial actions at ground-water sites is provided in “General
Methods for Remedial Operations Performance Evaluations,” EPA Office of Research and Development Publication EPA/

600/R-92/002, Janvary 1992 (EPA 1992¢).



Flgure 6. Remedy Performance Analysis

Remedy design and performance data requirements should be specific to technologies employed and site conditions.
The categories of required information normally necessary to evaluate performance are provided below with some
examples of specific data elements. These data should be reported to EPA in formats conducive to analysis and in-
terpretation. Simple data compilations are insufficient for this purpose.

Remedy Design and QOperational Information

+ Design and as-built construction information,
including lecations of extraction or in situtreat-
ment points with respect to the contamination.

« Supperting design calculations {e.g., calculation of
well spacing).

« QOperating information pertinent to remedy (e.g.,
recerds of the quaniity and quality of extracted or
injectad fluids).

« Percent downtime and other maintenance
problems.

Ground-water
Extraction/injection
and Performance
Menitoring Systems

Enhancemants to Original Remadlal Design

Information concerning cperational modifications,
such as variations in pumping, injection rates, or
locations.

Rationale, design, and as-built construction
information for system enhancements.
Monitoring data and analyses that illustrate the
affect these modifications have had on systam
performance.

Hydraulic
Containment and
Performance
Monitoring Systems

Recovery
System

Source Removal or Conirol

+ Source removal information (e.g., results of soil
excavations, removal of lagoon sediments, NAPL
removal activities).

« Sourcs control information {(e.g., results of NAPL
containment, capping of former waste manage-
ment units}).

Performance Menitoring Information

Design and as-built construction information for
performance monitoring systems.

Hydraulic gradients and other information
demonstrating plume containment or changes in
areal extent or volume. ' .
Trends in subsurface contaminant concentrations
determined at several/many apptopriate locations
in the subsurface. Trends should be displayed as
a function of time, a function of pore volumes of
flushed fiuids, or other appropriate measures,
informaticn on types and quantities of
contaminant mass removed and removal iates.
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A further consideration regarding the usefulness of
restoration timeframe predictions in TI evaluations is
the uncertainty inherent in such analyses. Restora-
tion timeframes generally are estimated using math-
ematical models that simulate the behavior of subsur-
face hydrologic processes, Models range from those
with relatively limited input data requirements that
perform basic simulations of ground-water flow only,
10 those with extensive data requirements that are ca-
pable of simulating multi-phase flow (e.g., water,
NAPL, vapor) or other processes such as contaminant
adsorption to, and desorption. from, aquifer materials.
Model input parameters generally are a combination
of values measured during site characterization stud-
ies and values assumed based on scientific literature
or professional judgment. The input parameiter selec-
tion process, as well as the simplifying assumptions
of the mathematical model itself, result in uncertainty
of the accuracy of the output. Restoration timeframes
predicted using even the most sophisticated modeling
tools and data, therefore, will have some degree of
uncertainty associated with them,

Restoration timeframe analyses, therefore, generally
are well suited for comparing two or more remedia-
tion’ desngn alternatives to determine the most appro-
priate strategy for a ‘particular site. Where em-
ployed for such purposes, restoration timeframe
analyses should be accompanied by a thorough dis-
cussion of all assnmptions, including a list of mea-
sured or assumed parameters and a quantitative -
analysis, where appropriate, of the degree of uncer-
tainty in those parameters and in the resulting time-
frame predictions. The uncertainty in the predic-
tions should be factored into the weight they are
givenin the remedy dec1s1on proccss

4.4.4.4 Other Applicable Technologles. The TI
evaluation should include a demonstration that no
other remedial technologies or strategies would be
capable of achlevmg ground-water restoration at the
site.!> The type of demonstration required will de-
pend on the circumstances of the site and the state of
ground-water remediation science at the time such an
evaluation is made. In general, EPA expects that
such a demonstration should consist of: 1) a review
of the technical literature to identify candidate tech-
nologies; 2) a screening of the candidate technologies
based on general site conditions to identify poten-
tially apphcabie technologies; and 3) an analysis, us-
ing site hydrogeologic and chemical data, of the ca-
pability of any of the applicable technologies to

achieve the required cleanup standards. Analysis of
the potentially applicable wchnologies generally can
be performed as a “paper study.” EPA, however, may
reserve the right to require treatability or pilot testing
demonstrations to determine the actual effectiveness
of a technology at a particular site.

Treatability and pilot testing should be conducted
with rigorous controls and mass balance constrainis.
Information required by EPA for evaluation of pilot
tests will be similar to that required for evaluation of
existing remediation systems (e.g., detailed design
and performance data).

4.4.4.5 Additional Considerations. Techniques
used for evaluation of ground-water restoration
potential are still evolving. The results of such
evaluations generally will have some Ievel of
unceriainty associated with them. Interpretation of
the results of restoration potential evaluations,
therefore, will require the use of professional
Jjudgment. The use of mathematical models and
calculations of mass removal rates are two examples of
techniques that require particular caution.

T - L nt T'r
Modeling, Simulation of subsurface systems through
mathematical modeling can be useful for designing
remediation systems or predicting design perfor-
mance. However, the Himitations of predictive mod-
eling must be considered when evaluating site resto-
ration potential, As discussed in Section 4.4.4.3,
ground-warter models are sensitive to initial assump-
tions and the choice of parameters, such as contami-
nant source locations, leachability, and hydraulic con-
ductivity. Predictions such as the magnitude and dis-
tribution of subsurface contaminant concenirations,
therefore, will involve uncertainty. The source and
degree of (his uncentainty should be described, quanti- -
fied, and evaluated wherever possible so the reviewer
understands the level of confidence that should be
placed in the predicted concentration values or other
outpuis. Predictive modeling may be most valuable in
providing insight into processes that dominate contami-
nant transport and fate at the site and evaluating the
relative effectiveness of different remedial alternatives. i
Further guidance and information on the use of ]
ground-water models is provided in Anderson and - ;
Woessner (1992), EPA (1992f), and EPA (1992g). ’

g'm@inant' Mass Removal Estimates, Evaluation of

contaminant mass removal may be useful at some sites

15 See discussions in the NCP (55 FR 8748, March 8, 1990) and Subpart S (55 ER 30838, Tuly 27, 1990).

18



with existing remediation systems, These meastres
may include evaliation of mass removal rates,
comparison of removal rates to in situ mass esti-
mates, changes in the size of the contaminated area,
comparison of mass removal rates with pumping rates,
and comparison of such measures with associated
costs. Mass removal and balance estimates should be
used with caution, as there often is a high degree of
uncertainty associated with estimates of the initial mass
released and the mass remaining in situ. This uncer-
tainty results from inaccuracy of historical site waste-
management records, subsurface heterogeneities, and
the difficulty in delineating the severity and extent of
subsurface contamination,

4.4.5 Cost Estimate

Estimates of the cost of remedy alternatives should
be provided in the TI evaluation. The estimates
should include the present worth of construction, op-
eration, and maintenance costs. Estimates should be
provided for the continued operation of the existing
remedy (if the evaluation is conducted following
implementation of the remedy) or for any proposcd
alternative remedial strategies.

As discussed in Section 4.4.1, a Superfund remedy
alternative may be determined to be technically im-
practicable if the cost of attaining ARARs would be
inordinately high. The role of cost, however, is sub-
ordinate to that of ensuring protectiveness, The point
at which the cost of ARAR compliance becomes in-
ordinate must be determined based on the particular
circumstances of the site. As with long restoration
timeframes, relatively high restoration costs may be
appropriate in certain cases, depending on the nature
of the contamination problem and considerations

such as the current and likely future use of the ground

watér. Compliance with ARARS is not subject to a
cost-benefit analysis, however.!6

5.0 Alternative Remedial Strategies

5.1 Options and Objectives for Alternative
Strategles'”

EPA’s goal of restoring contaminated ground water
within a reasonable timeframe at Superfund or RCRA

sites will be modified where complete restoration is
found to be technically impracticable. In such cases,
EPA will select an alternative remedial strategy that
is technically practicable, protective of human health
and the environment, and satisfies the statutory and
regulatory requirements of the Superfund or RCRA
programs, as appropnate

‘Where a TI decision is made at the “front end” of the
site remediation process {(before a final remedy has
been identified and implemented), the altemative
strategy should be incorporated into & final remedy
decision document, such as a Superfund ROD or
RCRA permit or enforcement order, Where the TI
decision is made after the final decision document
has been signed (i.e., after a remedy has been imple-
mented and its performance evaluated), the alterna-
tive remedial strategy should be incorporated in a
maodified final remedy decision document, such as a
ROD amendment or RCRA permit/order modlﬁca- :
tion (see Section 6.0).

Alternative remedial strategies typically will address
three types of problems at contaminated ground-wa-
ter sites: prevention of exposure to contaminaied
ground water; remediation of contamination sources;-
and remediation of aquecus contaminant plumes,
Recommended objectives and options for addressing
these three problems are discussed below. Note that
combinations of two or more options may be appro-
priate at any given site, depending on the size and
complexity of the contamination problem or other
site circumstances.

5.1.1 Exposure Conirol

Sincs the primary objective of any remedial strategy

is overall protectiveness, exposure prevention may
play a significant role in an alternative remedial strat-,
egy. Bxposure control may be provided using institu-
tional controls, such as deed notifications and réestric- -
tions on water-supply well construction and use, The
remedy should provide assurance that these measures
are enforceable and consistent wnh State or local

laws and ordinances.

5.1.2 Source Control _ _
Source remediation and control should be considered
when developing an alternative remedial strategy.

16 A Fund-Balancing ARAR waiver may be invoked at Fund-lead Superfund sites where meeting an ARAR wouild entail such
cost in relation to the added degree of protection or reduction of risk that remed1a1 actions at other sites would be jeopardized -

(EPA 1989c).

17 These recommendations are consistent with those made in Section 3.0 concerning DNAPL sites, but are applicable for any

site where restoration is technically impracticable.

18 PRPs or owner/operators may propose and analyze altemnative remedlal sl:rategles However, only EPA (or desxgnated lead

agency, where appropriate) has remedy selection authority.



Sources should be located and treated or removed
where feasible and where significant risk reduction wilk
result, regardless of whether EPA has determined that
ground-water restoration is technically impracticable.

In some cases, however, the inability to remove or
treat sources will be a major factor in a TI decision.
Where sources cannot be completely weated or re-
moved, effective source containment may be critical
to the long-term effectiveness and reliability of an al-
ternative ground-water remedy. Options currently
available for source containment usually involve ¢i-
ther a physical barzier system {such as a slurry wall)
or a hydraulic containment system (typically a pump-
and-treat system) (EPA 1992b),

Applicability and effectiveness of containment sys-
tems are influencéd by several hydrogeologic factors,
however. For example, the effectiveness of a slurry
wall generally depends on whether a continuous, low
permeability fayer exists at a relatively shallow depth
beneath the site,

Source containment has several benefits. First,
source containment will contribute to the long-term
management of contaminant migration by limiting
the further contamination of ground water and spread
of potentiatly mobile sources, such as NAPLs, Sec-
ond, effective source containment may permit resto-
ration of that portion of the aqueous plume that lies
outside of the containment area. Third, effective
containment may facilitate the future use of new
source removal technologies, as some of these tech-
nologies (¢.g., surfactants, steam injection, radio fre-
quency heating) may increase the mobility of residual
and free-phase NAPLs, Remobilization of NAPLs,
particularly DNAPLs, often presants a significant risk
uniess the source area can be reliably contained.

5.1.3 Agueous Plume Remediation
Remediation of the agueous plume is the third major
technical concern of an alternative remedial strategy.
Where the technical constraints to restoration include
the inability to remove contamination sources, the
ability to effectively contain those sources will bé
critical to establishing the objectives of plume
remediation, Where sources can be effectively con-
tained, the portion of the aqueous plume outside of
the containment area generally should be restored to
the required cleanup levels.

19 Technical irmpraciicability of restoration is not a precondition for the use of natural attenuation in 2 ground-water remedy, however,

Inability o contain the sources, or other technicat
constraints, may render plume restoration technically
impracticable. There are several options for alterna-
tive remedial strategies in such cases. These include
hydraulic containment of the keading edge of the
aqueons plume, establishing a less-stringent cleanup
level that would be actively sought throughout the
plume (at Superfund sites), and natural attenuation or
natural gradient flushing of the plume,

Containment of the agqueous plume usually requires
the pumping and treating of contaminated ground wa-
ter, but usually involves fewer wells and smaller
quantitics of water than does a full plume restoration
effort. Plume containment offers the potential advan-
tages of preventing fwrther spreading of the contami-
nated ground water, thereby limiting the size of the
plume, and preventing the plume from encroaching
on water-supply wells or discharging to ecologically
sensitive areas.

At certain Superfund sites, it may be feasible 1o re-
store the contaminated plume (outside of any source
containment area) to a site-specific cleanup level that
is less stringent than that originally identified. EPA
may establish such a level as the cleanup level within
the T1 zone, where appropriate. The site-specific
level may consider the targeted risk Ievel for site
cleanup and other factors, Site-specific cleanup lev-
els offer the advantage of providing a clear goal
against which to measure the progress of the alterna-
tive remedial strategy. However, where site-specific
cleanup levels exceed the acceptable risk range for
human or environmenial exposure, the remedy gener-
ally must include other measures (e.g., institutional
controls) to ensure protectiveness.

At some Superfund sites, a less-stringent ARAR than
the one determined to be unattainable may have to be
complied with, For example, it may be technically
impracticable to attain the most stringent ARAR ata
site (e.g., a State requirement to restore ground water
to background concentration levels), Howsver, the
next most stringent ARAR (e.g., Federal MCL) for the
same compound may be aitainable. In such cases, the
next most siringent ARAR penerally must be aitained.

In certain sitations where restoration is technically
impracticable, EPA may choose natural attenuation
as a component of the remedy for the aqueous
plume.'® Natural attenuation generally will result in



